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8294IR-A

Features/F=miF 14

HMIR~F/ Package :F3 E:LE#H
AR/ Lens: BEBRRHA/ Water clear
-EIA #5BARERZE/ EIA STD Package

MRS, &S ROHS E3k/ Meet ROHS, Green Product

Applications/F= s

-PCB R&E4THMERLESE/PCB mounted infrared sensor

-FATF B EREILI I & 8T /Infrared emitting for miniature light barrier
SEEBFFK/Optoelectronic switch

JHAEEREMEE/Smoke detector

| EHAOAN Electronics Co., Ltd.



DATA SHEET

intrared LED EHAOAN
8294IR-A

Package Dimensions/R<J&#{
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Absolute Maximum Ratings /RRAPREZS41(E(Ta=25°C)

SHEMm s RATEE =21}
Parameter Symbol Rating Unit
32
NEREYD IF 100 mA
Forward Current
32
“&{E%l}lb IFP 1 A
Peak Forward Current
Reverse Voltage
IR Pd 140 mwW
Power Dissipation
N=|
I1’E,mJ§ Topr -25~+85 °C
Operating Temperature
N =
FEEE Tstg -35~+85 °C
Storage Temperature
ISR e WA, BER A Smm 4b<3S
Soldering Temperature Wave soldering, 3mm out of physical body, <3S

Opto-Electronical Specification/ EEYsHBE&E{(Ta=257C)

SHEM Hs mME | IWEE | BX(E Efu Mzt
Parameter Symbol Min Type Max Unit Condition
-- 1.2 1.5 IF=20mA
Forward Voltage IF=100mA
- 1.4 1.65
Pulse width<100us,Duty<1%
32
RMEER IR _ - 10 uA VR=5V
Reverse Current
KRARE 201/2 - 40 - deg IF =20mA
Viewing Angleh
5 8.5 - IF=20mA
RSy Ee _ 8 B mW/sr IF=100mA
Radiant Intensity Pulse width<100us,Duty<1%
_ _ " IF=1A
Pulse width<100ps,Duty<1%
IEERI Ap - 940 - nm IF =20mA
Peak Wavelength
FREE AA - 40 - nm IF =20mA
Spectral Bandwidth
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Typical Characteristics Curves/BiZ&&#4
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Moisture Resistant Packing Materials/fRE&E4RIR

EHAOAN

EH'XXXXX CAT: RankS
IIIFII(IIMIIIMI!I)III:IIIIIIIIIII|III||II @ HUE: Peak Wavelength

0O OO
YOOOOXX CAT:XXX REF: Reference

QTY: -
00 0
HUE: XXXXXXX REF: XXXXX
0 0

MADE IN CHINA

QTY: Packing Quantity

LOT No: Lot Number

Packing/ER/JME%E : 1000 pcs/ bag
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Notes/i¥=HIR

SIBIFEAZ /A% LED bracket forming method
1. BERBRIK 2 EXFRUTEXEE,
The pin of LED can be bent where is at least 2mm out of LED colloid.
2, SZERpF AR ERREI ARK5TH.
Must use fixture to deform the LED bracket.
3. SZERRAFTEISHERISE
Finishing the forming of LED bracket must be before soldering.
4, SIERRAZRIRIES [FNRIE S 2 E- R E—E,
Guarantee the gap between two pin of LED tallys with LED pads in PCB when forming.

IREKIEHE Manual soldering
JBER (B 30W ) RimEEAEE 300°C ; [FEEAET 3 ¥ IREMUEEVBERIK 3 =X,
The tip temperature of soldering iron don’ t exceed 300°C ; soldering time don’ t exceed 3s and soldering position

must be 3mm out of led colloid,

Hand Soldering DIP Soldering
FIRE =R
Temp. at tip of iron . Preheat temp. i
b S 300°C Max. (30W Max.) . 100°C Max. (60 sec Max.)
RimmE FRRE
Soldering time Bath temp. & time
N 3 sec Max. . N 260 Max., 5 sec Max
1EHERTIE) K& A
3mm Min.(From solder
Distance . Distance 3mm Min. (From solder
joint to epoxy bulb) o
i) iz joint to epoxy bulb)

lead-free solder
1~5°C/sec.Max. 260°C.Max.
N 10sec.Max.

Pre-heating 60sec. Max

1~5°C/sec.Max. N 180-200°C Above 220°C

120sec.Max.

1~5°C/sec.Max.

PhERERIENE ESD countermeasure
HEERBERY LED ERIRIA , FBIRTHMEA InGaN HF=RXIEEEf R B KB , EREMFERIG
Wr-mitRphEFEEFRHERREFE | IBRTAERREINTEIRE | IBRSERELLOIEBFEMG.
Static electricity and high volt can damage LED , The production whose Die material is InGaN must strictly required

to prevent ESD , Must put on static glove and static fillet , Soldering tool and the cover of device must connect the ground , soldering

condition follows the related stating of production specification manual,

6 EHAOAN Electronics Co., Ltd.
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iIZHR{RIA Protecting countermeasure when over current

79 TR ERIZM S R AR P ETIERN MR , FEIIARIFEME,

Need add the protecting resistor in circuit in order to avoid damaging led due to big current and voltage

fluctuation,
LED &% 5% LED installation method
1. FEBESEIMNEATHEFI LRI MRS | B A SRPANEERNR , TERUAEBITENERIR.

Pay attention to the LED polarity and avoid installation wrong, LED can’ t be close to euthermic component , work
condition should tally with it' s specification,

2, BUAERES|MEETHAIER F&% LED,

Don’ tinstall the LED under the condition of the led pin deformation,

3. %A LED #AN PCB SEHECFLAS , LED SZZERHEASZ(HATES.

The LED bracket don’' tload any pressure when installing the LED into PCB or fitting hole,

4, HIRERERBIEELRT , Y/uksREE LED SENHINENHINT.

Must avoid any strike and force on LED before the soldering temperature return to room temperature,

f=fi5adE Storage time
1. TBRE 5°C~35°C, i8E RH60%HMT , FRaRE—F. BIRFHN-REERCNES8eER.

LED can be stored for a year under the condition: the temperature of 5°C ~ 35°C and humidity of RH60% , These
production must be re-inspected and tested before use if their storage time exceed a year,
2, WMSHTHAI=E@IE 5°C~35°C, RH60%IITESFM THEBE—FE , WFEEKME 65°CL5° CRIMMEHN
B 24 NHLAE , AREBHETRXRAER.
If LED is exposed in air for a week under the condition: the temperature of 5°C ~ 35°C , humidity of RH60% , must
place the LED in the ambience of 65°C+5°C for 24 hours and use it in 15 days for best,

iBi% Cleaning
HRERRBRRRITOAERIIVG , BABENFREBRAREERIHS EREBN=8I%. AiRF.
TAZERE. 2R HEEEETAEY 3 9.
Be careful of some chemical results in the LED colloid fades and damage when using chemical clean the LED , such

as chloroethylene, acetone etc, Can use ethanol to wash or soak LED but the time don’ t exceed 3 minutes.

M ( Kinked )
X LED RFZSHIET , THIEESZEIE LED HISZZER | SHARB2ES | iR SEE AR,

NIRPEFNE | BN ERERSIER.
The kinked tooling scrape easily the pin of LED, where the LED bracket is rusting easily, especial expose it in moist

air. To decrease the LED bracket rust, advise using plated tin LED bracket.
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